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Construction and Dimension
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Le.l Led
Stylel Style?2 Style3
Unit:mm
Model A B C D E Physical characteristics .
Max. Max. Nom. | Tol.+ | Min Max Style Lead Material
RDL16V070 7.0 11.2 5.1 0.7 7.6 3.1 1 0.51 dia. | Sn/CuFe
RDL16V(75 7.0 11.5 5.1 0.7 7.6 3.1 3 0.51 dia. | Sn/CuFe
RDL16V090 74 12.2 5.1 0.7 7.6 3.1 1 0.51 dia. | Sn/CuFe
RDL16V110 74 14.2 5.1 0.7 7.6 3.1 1 0.51 dia. | Sn/CuFe
RDL16V120 74 134 5.1 0.7 7.6 3.1 3 0.51 dia. | Sn/CuFe
RDL16V135 74 14.2 5.1 0.7 7.6 3.1 1 0.51 dia. | Sn/CuFe
RDL16V155 79 137 5.1 0.7 76 3.1 3 0.51 dia. | Sn/CuFe
RDL16V160 74 14.2 5.1 0.7 7.6 3.1 1 0.51 dia. | Sn/CuFe
RDL16V185 74 14.2 5.1 0.7 7.6 3.1 1 0.51 dia. | Sn/CuFe
RDL16V250 89 13.5 5.1 0.7 7.6 3.1 1 0.51 dia. | Sn/CuFe
RDL16V300 8.5 11.0 5.1 0.7 7.6 3.1 2 0.81dia. | Sn/Cu
RDL16V400 8.9 12.8 5.1 0.7 7.6 3.1 2 0.81dia. | Sn/Cu
RDL16V450 8.9 13.2 5.1 0.7 7.6 3.1 2 0.81dia. | Sn/Cu
RDL16V500 104 13.3 5.1 0.7 7.6 3.1 2 0.81dia. | Sn/Cu
RDLI16V550 104 14.3 5.1 0.7 7.6 3.1 2 0.81dia. | Sn/Cu
RDL16V600 114 17.1 5.1 0.7 7.6 3.1 2 0.81dia. | Sn/Cu
RDL16V650 114 19.7 5.1 0.7 7.6 3.1 2 0.81dia. | Sn/Cu
RDL16V700 14.0 19.7 5.1 0.7 7.6 3.1 2 0.81dia. | Sn/Cu
RDL16V750 14.0 199 5.1 0.7 7.6 3.1 2 0.81dia. | Sn/Cu
RDL16V800 14.0 209 5.1 0.7 7.6 3.1 2 0.81dia. | Sn/Cu
RDL16V900 14.0 21.9 5.1 0.7 7.6 3.1 2 0.81dia. | Sn/Cu
RDL16V1000 16.5 249 5.1 0.7 7.6 3.1 2 0.81dia. | Sn/Cu
RDL16V1100 17.0 250 5.1 0.7 7.6 3.1 2 0.81dia. | Sn/Cu
RDL16V1200 19.0 212 10.2 0.7 7.6 3.1 2 1.0 dia. Sn/Cu
RDL16V1300 21.6 29.2 10.2 0.7 7.6 3.1 2 1.0 dia. Sn/Cu
RDL16V1400 22.5 27.7 10.2 0.7 7.6 3.1 2 1.0 dia. Sn/Cu
RDL16V1500 24.1 28.7 10.2 0.7 7.6 3.1 2 1.0 dia. Sn/Cu
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